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2 PLC SPECIFICATIONS
MATERIALS
| u CASE: THERMOPLASTIC, UL94V—0, BLACK
j ACTUATOR: THERMOPLASTIC, UL94V—0, BLACK

COVER: NICKEL SILVER

1571300

J

J50 SEAL: SILICON RUBBER, BLACK
3 80 f \)7 CONTACT: STAINLESS STEEL, PLATING—SILVER
—O TERMINAL: BRASS, PLATING—SILVER /NICKEL
? BRACKET: CARBON STEEL, PLATING—TIN/NICKEL
FLECTRICAL
CIRCUIT DIAGRAM MAX CONTACT RATING: 50MILLIAMPS@24V DC
MIN CONTACT RATING: 1OMICROAMPS@1V DC
INITIAL CONTACT RESISTANCE: 100 MILLIOHMS MAX, PER EIA RS—448, METHOD 1
INSULATION RESITANCE: 100 MEGOHMS MIN @ 100VDC PER EIA RS—186—13E
e D40 = DIELECTRIC STRENGTH: 500 VAC 50/60 Hz FOR 1 MINUTE PER EIA RS—186—4F
CONTACT BOUNCE: 10 MILLISECOND MAX PER EIA—448—18, METHOD 15
| MECHANICAL
By B | =1 I T ACTUATOR OPERATING FORCE: SEE TABLE
| Y ACTUATOR TRAVEL: 0.35+0.2mm
— ] DURABILITY
T f UP TO 1,000,000 CYCLES, AT RATED LOAD PER EIA—RS—448, METHOD 8
10 9330 ol Al FINAL CONTACT RESISTANCE: 200 MILLIOHMS MAX
‘ : CONTACT BOUNCE: 20 MILLISECONDS MAX
¢ ‘ — ACTUATOR FORCE: WITHIN +30% OF INITIAL VALUE
* ENVIRONMENTAL
. 2.90 OPERATING TEMPERATURE RANGE: —35'C to +85'C
P STORAGE TEMPERATURE RANGE: —35'C to +85°C
L | B HT B ‘ HUMIDITY: 96 HOURS PER EIA—186—1E
Jl N INSULATION RESISTANCE: 10 MEGOHMS MIN
0.30 0.70 —=| |= SR \ DIELECTRIC STRENGTH: 250VAC
CONTACT RESISTANCE: 100 MILLIOHMS MAX
-~ 8804010 150 SEE DETAIL A DRY HEAT TEST: 85°C FOR 96 HOURS PER IEC 60068-2—2, TEST B,
0.60 —= | l=— NO CHANGE IN INITIAL ELECTRICAL AND MECHANICAL CHARACTERISTICS
COLD TEST: —35'C FOR 96 HOURS PER IEC 60068—2—1, TEST A
- 9.70 - = L —=——— 400 — —— 1.50 NO CHANGE IN INITIAL ELECTRICAL AND MECHANICAL CHARACTERISTICS
THERMAL CYCLING: 5 CYCLES, —35'C to +85C
HUMIDITY=TEMPERATURE CYCLING, EIA 364—31B, METHOD Il
CONTACT RESISTANCE 100 MILLIOHMS MAX
RESISTANCE TO SOLDERING HEAT PER 109-202, COND B
8.80+0.10 90.75+ %19 S T TN SOLDERABILITY: PER EIA RS—186—9E
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